# TABLE OF CONTENTS

<table>
<thead>
<tr>
<th>SECTION</th>
<th>TITLE</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>INTRODUCTION</td>
<td>1-1</td>
</tr>
<tr>
<td>2</td>
<td>OPTIMAL ACTUATORS PLACEMENT FOR SEISMIC STRUCTURES</td>
<td>2-1</td>
</tr>
<tr>
<td>2.1</td>
<td>Actuator Placement for Initial Conditions Problem</td>
<td>2-1</td>
</tr>
<tr>
<td>2.2</td>
<td>Controllability Index for Seismic Structures</td>
<td>2-4</td>
</tr>
<tr>
<td>2.3</td>
<td>Numerical Examples</td>
<td>2-8</td>
</tr>
<tr>
<td>2.3.1</td>
<td>Example 1: Type I Actuators-Cantilever Structure</td>
<td>2-8</td>
</tr>
<tr>
<td>3</td>
<td>OPTIMAL LOCATION OF ACTUATORS BASED ON PERFORMANCE CRITERIA</td>
<td>3-1</td>
</tr>
<tr>
<td>3.1</td>
<td>Formulation Based on Performance Criteria Indices</td>
<td>3-1</td>
</tr>
<tr>
<td>3.2</td>
<td>Interpretation of Performance Criteria Indices</td>
<td>3-3</td>
</tr>
<tr>
<td>3.3</td>
<td>Numerical Examples</td>
<td>3-6</td>
</tr>
<tr>
<td>3.3.1</td>
<td>Example 2: Optimal Locations of Active Tendons</td>
<td>3-6</td>
</tr>
<tr>
<td>3.3.2</td>
<td>Example 3: Effect of Controlled Mode-Shapes on Optimal Locations</td>
<td>3-16</td>
</tr>
<tr>
<td>3.3.3</td>
<td>Example 4: Effect of Different Earthquakes on Optimal Locations</td>
<td>3-18</td>
</tr>
<tr>
<td>3.3.4</td>
<td>Example 5: Variability of Optimal Locations with Structural Parameters</td>
<td>3-22</td>
</tr>
<tr>
<td>3.3.5</td>
<td>Example 6: Effect of Number of Modes Considered in Optimal Locations Selection</td>
<td>3-28</td>
</tr>
<tr>
<td>3.3.6</td>
<td>Example 7: Validation of Controllability Index as Optimal Locations Criterion</td>
<td>3-36</td>
</tr>
<tr>
<td>4</td>
<td>CONCLUSIONS</td>
<td>4-1</td>
</tr>
<tr>
<td>5</td>
<td>APPENDIX A</td>
<td>5-1</td>
</tr>
<tr>
<td>6</td>
<td>REFERENCES</td>
<td>6-1</td>
</tr>
</tbody>
</table>